1 x 4 Wait SHARP LED 1

S0mm Ball Shape Bulb typs N Ew'

Instant aONbto 100% brightness DIMMING RANGE
Dimmable from 0% to 100% brightness

Mo special dimmers required, lamp has
built in dimmer circuit 0% 100%

Shatterproof with silicone coated lens
Low heat, lsss than 60dC for 4 Watt
Ho UV or IR light radiation

No Mercury or other inorganic waste
Highesat luminous efficacy: up to
45Lumen/Watt for Cool White

Aluminum heat fins with excellent

thermal sfficiencies
Available color temperatures;
2B00K ¢ 000K (Warm White)
6000K ¢ T000K (Cool White) -
—

o

4 Watt LED bulb can achieve directional

light output equal to 40 Watt Ball Shaps

Bulb in Wanm White

Homogeneous flood illumination in any

burn position e ‘-
irect replacement for any incandescent

bulby in the dimming circuit

Patent pending flicker fres LED

dimming technology

KEMA, C€ RoHS

Typical Applications
Energy Saving Programs I§ @
Sustainable Ene
oy |AC 230 v | fower

Replace Standard GLS lamps g
Accent Lighting

Bath and Vanity Lighting c € E M A
Mooad Lighting % ﬁ E R
[HaklS
MERCURY . g U




ELECTRICAL SPECIFICATIONS

VOLTAGE REQUIREMENT 2308 AC
POWER CONSUMPTION 3.8 Watt

PRODUCT DIMENSIONS {mmj)
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Fig 1. E27 Bass Fig 2 E14 Bass







