The BriLux™ V2-XRE utilized Creols new
XR-E saries power LED in the E74 base
lamp that is capable of produdng up fo 780
lurnens of white light with only 3W of power,
offering the highes [lumens par wall
gactlightt in the inckistry

With our iCool BeaYj thermal solutions, specialby
designed for Creels high performancs LED, we arg
ghle to meximize the light owtput of cur 3W
W2-ARE senes spotlipht while maintsining & very
law heatsink temperature of about 58k7.  The
V2-XRE series features one picce of XR-E power
LED.

Brilux" V2-XRE series E14 retrofits inte standard

E14 fixtures and housings, hence enables
immediate replacement without any additional

adjustmeants.

The BriLux™ VE-X¥RE series is avaiable in 3W
powwer rating.
distinct white Kelvin temperatures: 300K (natural
white) and 000K (cool white)

They are alto available in twao

Other custom

calors are alse available.

The new LED driveris capable of providing 700mA
constant current efficiently to the LED. Coupled
with the highly optical efficient Cree LED, the heat
generated by the lamp is lower and thus reducing
the awerall temperature of the product.  This
impravemeant makes the spatlight safer to touch
and further enhance the praduct life to mare than
50,000 hours.

BriLux™ VI.N¥RE zeries E14 iz eguipped with
optical grade pelycarbonate collimator that allows

high=st light transmission at 60k beam angle.

Features
Light source: 3W Cres XRE power LED
Source life: Mora than 30,000 hours
Low heat, less than 58cC for 3W
No UV or IR light radiation
Highest optical efficiency: S0lm/watt
Homogeneous illumination
Sleek designed heat fins with excellent
thermal efficiency
3W E14 can achieve directional light
output equal to 30W halogen lamp yet
conhsume 80% less power
1 year lImited warranty
Safety Standard: C€
Works with worddwlde elactrical systems
{100~2400 ALC)

Typical Applications
Landscape Accent/Spot lighting
Architectural Lighting
Display Case Accent
Artwork Lighting
Mood Lighting/General lighting













